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ELEVATIONS RELATIVE TO NAVD 88

                                            GENERAL NOTES

1.  ANY PUBLIC LAND CORNER WITHIN THE LIMITS OF CONSTRUCTION IS TO BE PROTECTED.

2.  THE REMOVAL OF ANY DRAINAGE STRUCTURE OR PIPE WITHIN 5 FEET OF ANY UTILITY THAT IS IN SERVICE
SHALL BE ACCOMPLISHED SO AS NOT TO DAMAGE THE UTILITY.

3.  ANY PORTION OF THE EXISTING RIGHT OF WAY THAT IS DISTURBED OUTSIDE THE LIMITS OF CONSTRUCTION
SHALL BE REDRESSED AND SODDED AT THE CONTRACTOR'S EXPENSE.

4.  NO STOCKPILE OF MATERIAL IS PERMITTED WITHIN THE PROJECT LIMITS WITHOUT PRIOR APPROVAL OF THE
ENGINEER.

5.  PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL VERIFY EXISTING DRAINAGE INVERT ELEVATIONS THAT
WILL REMAIN PART OF THE PROPOSED DRAINAGE SYSTEM. ANY DIFFERENCE FROM PLAN ELEVATION SHALL BE
REPORTED TO THE ENGINEER.

6.  EXISTING SIDEWALK, CURB & GUTTER, TRAFFIC SEPARATOR, FENCE, DRAINAGE STRUCTURES, AND PIPES
WITHIN CONSTRUCTION LIMITS SHALL BE REMOVED, UNLESS OTHERWISE NOTED.

7.  THE COUNTY RESERVES THE RIGHT TO PERFORM QUALITY ASSURANCE TESTING ON ALL MATERIAL DELIVERED
TO THE PROJECT AND TO REJECT ALL MATERIALS NOT MEETING ACCEPTABLE STANDARDS.

8.  ANY DAMAGE TO COUNTY OR LOCAL ROADS CAUSED BY THE CONTRACTOR'S HAULING OR EXCAVATION EQUIPMENT
SHALL BE REPAIRED BY THE CONTRACTOR TO THE SATISFACTION OF THE COUNTY, PAYMENT SHALL NOT BE
MADE FOR THIS WORK.

9.  OVERALL CLEANUP SHALL BE ACCOMPLISHED BY THE CONTRACTOR TO THE SATISFACTION OF THE COUNTY. ANY
AND ALL EXPENSES INCURRED FOR THIS WORK SHALL BE INCLUDED IN THE UNIT PRICE FOR MOBILIZATION.

10. SEE COUNTY HIGHWAY & TRAFFIC STANDARD MANUAL ROAD CONNECTION DETAIL 403.3 AT ALL WIDENING AND
CONNECTIONS TO EXISTING PAVEMENT.

11. THE CONTRACTOR IS TO FIELD VERIFY THE LOCATIONS AND ELEVATIONS OF ALL DRAINAGE STRUCTURES AND
PIPES PRIOR TO ORDERING, CASTING OR PLACING PROPOSED DRAINAGE STRUCTURES AND PIPES.

12. ALL CONSTRUCTION ON THIS PROJECT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF MANATEE
COUNTY UTILITY AND TRANSPORTATION STANDARDS AND/OR FDOT "STANDARD SPECIFICATIONS FOR ROAD
AND BRIDGE CONSTRUCTION" UNLESS OTHERWISE INDICATED ON THE PLANS.

13. THE CONTRACTOR SHALL BE RESPONSIBLE FOR MEETING ALL CONDITIONS AND REQUIREMENTS OF ALL PERMITS
AND ALL GOVERNING FEDERAL, STATE, AND LOCAL AGENCIES. THE CONTRACTOR SHALL OBTAIN AND PAY FOR ALL
REQUIRED PERMITS THAT ARE NOT PROVIDED IN THE BID DOCUMENTS, AT NO ADDITIONAL COST TO THE OWNER.

14. THE CONTRACTOR SHALL REVIEW AND VERIFY ALL DIMENSIONS ON THE PLANS AND REVIEW ALL FIELD CONDITIONS
THAT MAY AFFECT CONSTRUCTION. SHOULD DISCREPANCIES OCCUR, THE CONTRACTOR SHALL NOTIFY THE
ENGINEER TO OBTAIN THE ENGINEER'S CLARIFICATION BEFORE COMMENCING WITH CONSTRUCTION.

15. AT LEAST 48 HOURS PRIOR TO ANY EXCAVATION, THE CONTRACTOR SHALL CONTACT SUNSHINE STATE ONE CALL
OF FLORIDA AT 1-800-432-4770 OR THE NATIONAL 811 ONE CALL NUMBER WHEN APPLICABLE FOR UTILITY
LOCATIONS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING WITH ALL UTILITIES FOR THE
POSSIBLE RELOCATION OR THE TEMPORARY MOVEMENT OF ANY EXISTING UTILITIES WITHIN THE RIGHTS-OF-WAY.

16. THE CONTRACTOR SHALL USE ALL NECESSARY SAFETY PRECAUTIONS TO AVOID CONTACT WITH OVERHEAD AND
UNDERGROUND UTILITIES, POWER LINES, ETC.

17. THESE DRAWINGS DO NOT INCLUDE NECESSARY COMPONENTS FOR CONSTRUCTION SAFETY. THIS EXCLUSION DOES
NOT ALLEVIATE THE CONTRACTOR FOR PROVIDING A CONTINUOUS SAFE WORKSPACE.

18. NO MATERIAL SHALL BE STOCKPILED IN ROADWAYS. ALL DIRT AND DEBRIS SHALL BE REMOVED FROM THE JOB
SITE DAILY. ROADS SHALL BE SWEPT DAILY AS PART OF DAILY CLEAN UP.

19. THE CONTRACTOR IS TO CONTROL ALL FUGITIVE DUST ORIGINATING ON THIS PROJECT BY WATERING OR OTHER
METHODS AS REQUIRED.

20. INGRESS AND EGRESS TO ALL THE PROPERTIES IN THE CONSTRUCTION AREA SHALL BE MAINTAINED AT ALL TIMES.

25.  ALL SURVEY INFORMATION WAS OBTAINED FROM A LICENSED FLORIDA PROFESSIONAL SURVEYOR AND MAPPER
     AND UTILIZED AS SUPPORTING DATA IN THE PRODUCTION OF DESIGN PLANS AND FOR CONSTRUCTION ON
     SUBJECT PROJECT. THE PROFESSIONAL SURVEY AND MAPPER OF RECORD IS:

TRAVIS D. PARK, P.S.M.
P.S.M. NO.: 6731
PARK COASTAL SURVEYING, LLC.
1329 10TH STREET EAST
PALMETTO, FL 34221

21. LOCATIONS, ELEVATIONS AND DIMENSIONS OF EXISTING UTILITIES, STRUCTURES AND OTHER FEATURES ARE SHOWN
TO THE BEST INFORMATION AVAILABLE AT THE TIME OF PREPARATION OF THESE PLANS BUT DO NOT PURPORT TO
BE ABSOLUTELY CORRECT. THERE MAY BE OTHER IMPROVEMENTS, UTILITIES, ETC. WHICH ARE WITHIN THE PROJECT
AREA AND WHICH HAVE NOT BEEN LOCATED OR IDENTIFIED, MAY NOT BE IN THE EXACT LOCATION SHOWN OR
RELOCATED SINCE THE PREPARATION OF THESE PLANS. THE CONTRACTOR SHALL VERIFY, PRIOR TO CONSTRUCTION,
THE LOCATIONS, ELEVATIONS AND DIMENSIONS OF ALL EXISTING UTILITIES STRUCTURES AND OTHER FEATURES
(WHETHER OR NOT SHOWN ON THE PLANS) THAT MAY EFFECT HIS WORK. ALL EXISTING UTILITIES TO BE EXTENDED,
CROSSED OR CONNECTION POINTS SHALL BE EXPOSED PRIOR TO CONSTRUCTION TO VERIFY LOCATION AND ELEVATION.
ANY DISCREPANCIES OR CONFLICTS FOUND SHALL BE BROUGHT TO THE ENGINEER'S ATTENTION FOR RESOLUTION.

22. THE CONTRACTOR SHALL PROTECT ALL EXISTING STRUCTURES, WATER AND SEWER LINES, STORM DRAINS, UTILITIES,
DRIVEWAYS, SIDEWALKS, SIGNS, MAIL BOXES, FENCES, TREES, LANDSCAPING, AND ANY OTHER IMPROVEMENT OR
FACILITY IN THE CONSTRUCTION AREA. THE CONTRACTOR SHALL REPAIR AND/OR REPLACE ANY DAMAGED ITEM DUE
TO HIS CONSTRUCTION ACTIVITIES TO EQUAL OR BETTER THAN PRE-CONSTRUCTION CONDITIONS AT NO ADDITIONAL
COST TO THE OWNER.

23. IF THERE IS A DISCREPANCY OR CONFLICT BETWEEN PLAN NOTES AND MANUFACTURER RECOMMENDATIONS WHEN
INSTALLING COMPONENTS, CONTACT THE ENGINEER FOR DIRECTION BEFORE PRECEDING.

24. ELEVATIONS ARE BASED ON THE NORTH AMERICAN VERTICAL DATUM, 1988 ADJUSTMENT (NAVD 88).

DETAIL REPRESENTATIVE OF PROPOSED ACP. CONTRACTOR TO COORDINATE WITH VENDOR FOR MANUFACTURES SPECIFICATIONS ON SPECIFIED MATERIAL. SELECTED PRODUCT SHALL BE EQUAL OR BETTER THAN SHOWN.

                                            ARTICULATING CONCRETE BLOCK REVETMENT SYSTEM OPEN-CELL BLOCK (A.C.B.) DETAIL

ARTICULATING CONCRETE BLOCK
REVETMENT SYSTEM (A.C.B.)
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109.5 CFS
287 CFS
15.00'
15.00'
6.00'

58"x91"         ERCP           6.67
72"             RCP             6.17

PIPE LINK = PC 805_1
Q100 = 421.47 CFS

Max Treatment for NSBB 12-24
QTreatment flow = 109.5 CFS

Max Peak Flow  for  NSBB 12-24
QMax Flow = 287.7 CFS

Remaining 100-Yr Flow
QRemaining Flow= 133.77 CFS

FOR ADDITIONAL INFORMATION PLEASE CONTACT:
FERGUSON WATERWORKS, 1-800-448-3636, www.ferguson.com

NOT TO SCALE 01/09/2023

NUTRIENT SEPARATING BAFFLE BOX (NSBB)
BY OLDCASTLE INFRASTRUCTURE

OUTFLOW ENDINFLOW END

PLAN VIEW

SECTION VIEW

FINISHED GRADE ELEV.ACCESS TYPE (TYP.)

INFLOW OUTFLOW

BAFFLE BOX FLOATING SKIMMER

DESIGN DATA

UNIT DESCRIPTION NSBB -

FINISHED GROUND SURFACE ROAD PARKING LOT GRASS

LOAD RATING HS-20 PEDESTRIAN OTHER

ACCESS COVER TYPE GRATE SOLID LID HATCH

WQ FLOW RATE

PEAK FLOW RATE

FINISHED GRADE ELEV.

TOP OF VAULT

WATER TABLE ELEV.

PIPE INFORMATION

PIPE DIA. MATERIAL INVERT

INFLOW

OUTFLOW

CONCRETE COLLAR FOR JOINING MAINLINE PIPE TO STUB PIPE DETAIL
N.T.S.


