Rule 14-46.001 F.A.C. FLORIDA DEPARTMENT OF TRANSPORTATION December 14, 2016

Page 10f 3 UTILITY PERMIT

PERMIT NO: 2024-H-194-00171

STATE ROAD INFORMATION

County: Section: State Road No: Beginning Mile Post: Ending Mile Post:
Manatee SR 64 0.355 1.581
APPLICANT INFORMATION

The Utility Agency Owner (UAO) shall be identified in this Applicant Information Box. When the UAO is a City or County and desires to have the Utility
Builder make a joint permit applicant, as prescribed in Section 2.1(4) of the 2017 Utility Accommodation Manual (UAM), the Utility Builder shall also be
identified in this Applicant Information Box. A Utility Builder alone cannot apply for a utility permit without the City or County adding them as a joint
applicant.

Utility Agency/Owner (UAQ) Utility Builder (only applicable when the UAQ is a City or County)

Name:  Manatee County Name:
Contact Person: Manatee COUth Contact Person:
Address: 1022 26th Avenue East Address:
city: Bradenton City:

State: m'da State:
Zip: 34208 Zip:
Telephone: (941) 708-7450 ext. Telephone:
Email: SCOft. may@ mymanatee.org Email:

WORK DESCRIPTION

The Applicant(s) requests permission from the Florida Department of Transportation (FDOT) to construct, operate, and maintain the utilities as described

below and as depicted in the incorporated documentation. ) ) ) )
The SR 64 (Manatee Avenue) water Main Intracoastal Crossing project consists ot

relocating the 16" water main to the north side of the existing Manatee Avenue
Bridge, outside of the proposed alignment. The proposed water main includes 2500
LF of 16" Class 350 DIP installed via Open Cut, 50 LF of 16" Class 350 DIP
installed via Jack and Bore, and 3800 LF of 20" DR 9 HDPE installed via
Horizontal Directional Drill. No dredging or discharge of fill material will
occur. The pr ... (see work description cont. page)

Utility Work No:
Additional sheets are attached and are incorporated into this permit  Yes O ~Nod
For FDEP certification, the FDOT agency report is attached in accordance with UAM Section 2.4.1 (13) Yes [ No [

TRAFFIC CONTROL (TCP)

[ The TCP will comply with the following 600 series index(es) 601, 602, 660
[J A TCP has been attached and incorporated into this permit application in compliance with UAM Section 2.4.2.

MOT Technician’s contact information (may be supplied at the two (2) business day notification to FDOT):

Name: Telephone Email:

COMMENCEMENT OF WORK

The UAO and/or Utility Builder shall commence actual construction in good faith within sixty (60) calendar days after approval of the permit application. If
the beginning date is more than sixty (60) calendar days from the date of approval, the UAO and/or Utility Builder must review the permit with the FDOT
Approving Engineer listed to make sure no changes have occurred to the transportation facility that would affect the permit’s continued approval. The UAO
and/or Utility Builder shall make good faith efforts to expedite the work and complete the work within the calendar days indicated.

Anticipated Start Date: 1/20/2025
Calendar days needed to completed: 670
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PERMIT NO: 2024-H-194-00171

APPLICANT SIGNATURE

By the below signature(s) the UAO and/or Utility Builder agree(s) to construct, operate, and maintain the work as noted in the above Work Description,
shown in plans and incorporated documents, in compliance with the UAM, all instructions noted in the FDOT Special Instructions Box, and special
instructions incorporated into this permit. The UAO and/or Utility Builder declares, the location of all existing utilities that it owns or has an interest in, both
aerial and underground, are accurately shown on the plans of the work areas. In accordance with UAM Section 2.8, the UAO and/or Utility Builder further
declares that a letter of notification was delivered to the owners of other facilities within the work areas and that those listed below are the only facility
owners known to be involved or potentially impacted by the proposed work.

Date Notified: Name of other facility owners (attach additional sheets if necessary).

10/5/2023 Charter Spectrum

10/5/2023 City of Bradenton Public Works

10/5/2023 FPL

10/5/2023 Frontier

10/5/2023 MCI (Verizon)

Utility Agency/Owner Utility Builder (when applicable)

Signature; MICHAEL STURM (digital signature) ;e 7/1/2024 Signature: Date:
Name (printed): MICHAEL STURM Name (printed):
Title: Title:

FDOT PROJECT INFORMATION

Pursuant to UAM Section 2.1(10), the utility work is within FDOT projects listed below and must have a Utility Work Schedule for each project approved

prior to commencement of work within the FDOT project limits: ) ) )
FDOT construction is proposed or underway. Reter to Financial Project Id: 440237-

1, 408185-3
This work is NOT related to an approved Utility work Schedule.

FDOT SPECIAL INSTRUCTIONS

In accordance with UAM Section 2.7, FDOT mcog)orates the below and attached special instructions into this permit.
1. Permit shall be rendered void it the Manatee Ops Permits Otffice 1is not

notified (i.e. Phone and/or Email) a minimum of TwWO (2) BUSINESS DAYS PRIOR TO
STARTING WORK and again immediately upon COMPLETION OF WORK. Phone No: 941-708-
4400, Email: curtis.vilt@dot.state.fl.us. (Upon notifying provide: Permit Number,
Contact Information, Location, General Scope and Timeframe of the work)

2. If LANE CLOSURE(S) for this Permit are required, the Permittee MUST ... (see

Additional FDOT Special Instructions are attached and incorporated into this permit. Yes [] No [[J

PERMIT APPROVAL

By signature below, FDOT gives permission to the UAO and /or Utility Builder to construct, operate, and maintain the utilities indicated in this Utility Permit
in compliance with the UAM, all incorporated documents, and special instructions. Any changes to the approved work must be approved by the FDOT’s
Approving Engineer and attached and incorporated into this permit in accordance with UAM Section 2.11.

Approving Engineer; CUI’I’IS V|It (d|g|ta| S|gnature) Date: 11/12/2024
Name: CurtiS V|It
Title: MAINTENANCE MANAGER/PERMITS

Notification of Utility Work to be provided to: Telephone (941) 708-4447 ext. or  Email: curtis.vilt@dot.state.fl.us

An FDOT Representative is required to be present on the worksite prior to commencement of work. Yes []  No []

Rep. Name: Telephone Email:
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CERTIFICATION

1, the undersigned UAO and/or Utility Builder, hereby CERTIFY that the utilities were constructed and inspected in compliance with the UAM all incorporated
documents, and special instructions. Pursuant to UAM Section 2.11, all changes have been approved by the FDOT’s Approving Engineer and incorporated
into this permit along with all other material certifications, test results, bore logs, approved plans changes, as-built plans or other required documentation.

I also CERTIFY that work began on and was completed on and that the area was left in as good or better condition
than when the work began.
Utility Agency/Owner Utility Builder (when applicable)
Signature: Date Signature: Date
Name (printed): Name (printed):
Title: Title:

FINAL INSPECTION OF WORK

[0  The work was inspected and found to be in non-compliance as noted below:

[0  Allissues of non-compliance listed above have been brought into compliance and/or FDOT has no outstanding issues that need to be addressed by the
UAO and/or Utility Builder. However, this final inspection does not release the UAO and/or Utility Builder of their continuing responsibilities pursuant
to Rule 14-46.001, the UAM, all incorporated documents, and special instructions.

FDOT Inspector: Date:

Name:
Title:




PERMIT NO.: 2024-H-194-00171

The complete Work Description could not fit in the space allotted on Page 1 of the Utility Permit so it is displayed below.

Work Description

The SR 64 (Manatee Avenue) Water Main Intracoastal Crossing project consists of relocating the 16" water main to the north
side of the existing Manatee Avenue Bridge, outside of the proposed alignment. The proposed water main includes 2500 LF

of 16" Class 350 DIP installed via Open Cut, 50 LF of 16" Class 350 DIP installed via Jack and Bore, and 3800 LF of 20" DR
9 HDPE installed via Horizontal Directional Drill. No dredging or discharge of fill material will occur. The project also includes
removal of 3050 LF of existing buried water main and 1570 LF of existing water main on bridge deck.

work description continuation page
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STATE ROAD INFORMATION:

NAME OF OTHER FACILITY OWNERS / DATE NOTIFIED:
Facility Name: TECO/Peoples Gas, Date Notified: 10/5/2023

FDOT PROJECT INFORMATION:
FDOT construction is proposed or underway. Refer to Financial Project Id: 440237-1, 408185-3
This work is NOT related to an approved Utility Work Schedule.

THE WORK WAS INSPECTED AND FOUND TO BE IN NON-COMPLIANCE AS NOTED BELOW:

continuation page
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The complete special instructions could not fit in the space allotted on Page 2 of the Utility Permit so they are displayed below.

Special FDOT Instructions

1. Permit shall be rendered void if the Manatee Ops Permits Office is not notified (i.e. Phone and/or Email) a minimum of
TWO (2) BUSINESS DAYS PRIOR TO STARTING WORK and again immediately upon COMPLETION OF WORK. Phone
No: 941-708-4400, Email: curtis.vilt@dot.state.fl.us. (Upon notifying provide: Permit Number, Contact Information, Location,
General Scope and Timeframe of the Work)

2. If LANE CLOSURE(S) for this Permit are required, the Permittee MUST notify the Department (Valerie Everts, Phone No:
941-708-4433, Email: valerie.everts@dot.state.fl.us) two (2) weeks prior to starting the LANE CLOSURE(S) to inform the
motoring public. FAILURE TO COMPLY WILL RESULT IN DELAY TO START WORK.

3. If Permit work is being proposed during a FDOT Construction project, it will be the RESPONSIBILITY OF THE
PERMITTEE TO COORDINATE with the FDOT's contractor.

4. All portions of disturbed ROW shall be restored with sod within seventy-two (72) hours of completion of work.

5. Your project falls within the limits of the Manatee County Advanced Traffic Management System (ATMS). The Manatee
County ATMS is owned and operated by the FDOT while the County maintains the system as part of the Traffic Signal
Maintenance and Compensation Agreement. The ATMS infrastructure within this project’s limits includes underground fiber
optic communication infrastructure along SR 64. The PDF file attached to this comment shows the approximate location of
the existing ATMS underground infrastructure. Based on the permit plans, it appears this project will be removing
underground infrastructure near the existing ATMS infrastructure. It is the responsibility of this project’'s contractor to avoid
conflicts with the existing underground ATMS infrastructure by, at minimum, locating the facilities prior to removing the
existing underground infrastructure. Any impacts to the existing ATMS infrastructure that were not identified in this review are
the responsibility of the permittee to resolve within this project.

special instructions continuation page












This document, together with the concepts and designs presented herein, as an instrument of service, is intended only for the specific purpose and client for which it was prepared. Reuse of and improper reliance on this document without written authorization and adaptation by Kimley-Horn and Associates, Inc. shall be without liability to Kimley-Horn and Associates, Inc.

THRUST BLOCK DIMENSIONS B ft. x d inches

E:PE 90"BEND 45'BEND 22.5°'BEND  [|11.25'BEND ?F}% END 45" WYE
(N) || B d B d B d B d B d B d
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REINFORCEMENT MAT SCHEDULE

FOR DIM. "B” BETWEEN 5.75" & 12.5’ USE #4 @ 8" EACH WAY
FOR DIM. "B” LESS THAN 5.75" USE #3 @ 8” EACH WAY

le——"B" SQ—= t3 »"

NOTES:
1. ALL THRUST BLOCKS SHALL BE CAST IN PLACE. FITTINGS ADJACENT TO THRUST BLOCKS SHALL BE WRAPPED IN
POLYETHYLENE.

THIS TABLE IS BASED ON WATER PRESSURE=180 PSI WITH AN ALLOWABLE SOIL BEARING PRESSURE=2000 PSF,
CONCRETE STRENGTH fe =3000 PSI, REINFORCEMENT f, =60.0 KSI. THRUST BLOCK SHALL BE CAST AGAINST FIRM
UNDISTURBED SOIL.

3. FOR LARGER "B” DIMENSIONS IT IS NECESSARY TO CHECK THAT PIPE IS SUFFICIENTLY DEEP TO ALLOW 15" MIN. SOIL
COVER OVER TOP EDGE OF THRUST BLOCK.

4. RESTRAINED JOINTS MAY BE USED IN LIEU OF THRUST BLOCKS TO SAVE SPACE. HOWEVER, WHERE THRUST BLOCKS AND
RESTRAINED JOINTS ARE CALLED OUT/ILLUSTRATED IN THE DETAILS, BOTH SHALL BE INSTALLED.
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NOTES:

1. USE OF TYPE A-2 AND A-3 PIPE BEDDING TO BE DETERMINED IN THE FIELD BY THE
ENGINEER.

2. PROVIDE ADEQUATE CLEARANCE TO PLACE AND COMPACT STAGE 1 BEDDING MATERIAL IN
TRENCH AREA BELOW PIPE SPRINGLINE. PIPE EMBEDMENT MUST BE COMPACTED OUT TO
THE TRENCH WALL OR 2.5 TIMES THE PIPE OD, WHICHEVER IS LESS.

3. PIPE INSTALLATION SHALL BE IN ACCORDANCE WITH THE MANUFACTURER’S WRITTEN
INSTRUCTIONS.

4. TRACER WIRE NOT REQUIRED FOR GRAVITY SEWERS.

3"— 47 CROWN

FINISH GRADE \

PRESSURIZED MAINS: \\> ,

6" ELECTRICALLY DETECTABLE /\/ ;
PATH MARKING TAPE BETWEEN
12" & 24" BELOW FINISH
SURFACE OVER PIPE. TAPE
SHALL BE MARKED "WATER”,
"SEWER” OR "RECLAIMED”

GRAVITY SEWER MAINS:

3" WIDE DETECTABLE TAPE
PLACED AT 12 INCHES FROM
FINISHED GRADE OR 6” WIDE
PLACED BETWEEN 12 INCHES
AND 24 INCHES BELOW
FINISHED GRADE.

2" MIN.

COMMON  FILL

SELECTED COMMON FILL
PIPE BEDDING ENVELOPE
(SEE NOTE 1)

BACKFILLED AND COMPACTED
TO 95% DENSITY, AASHTO T-180

12"MIN.

#10 COPPER CLAD STEEL
WIRE CONTINUOUS
(SEE NOTE 4)

6" MIN.
BEDDING

UNDISTURBED STABLE MATERIAL
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NOTE:

1. SEE DETAIL UG-8 RESTRAINED LENGTHS FOR PVC PIPE FOR NOTES 1 THROUGH 10 THAT ARE

ALSO APPLICABLE TO RESTRAINED LENGTHS FOR PIPE.
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NOTE:
1. SEE UG-8, RESTRAINED LENGTHS FOR PVC PIPE DETAIL FOR NOTES 1 THROUGH 10 THAT ARE
ALSO APPLICABLE TO RESTRAINED LENGTHS FOR DIP.
MANATEE COUNTY
PUBLIC WORKS DEPARTMENT RESTRAH\IED
REV.BY | DATE UG—9 REV.BY
SEPT 12, 2023
DATE OF APPROVAL

DATE OF APPROVAL

UG—-10

1.

10.
11.
1.2+

NOTES:

BITUMINOUS PAVEMENT SHALL BE REMOVED IN CLEAN STRAIGHT LINES BY SAW CUTTING. WHERE BITUMINOUS
PAVEMENT ADJOINS A TRENCH, THE EDGES ADJACENT TO THE TRENCH SHALL BE TRIMMED TO A NEAT STRAIGHT LINES
BEFORE RESURFACING TO ENSURE THAT ALL AREAS TO BE RESURFACED ARE ACCESSIBLE TO ROLLERS OR TAMPERS
USED TO COMPACT THE SUB—GRADE OR PAVING MATERIALS.

USE OF TYPE A-2 AND A-3 PIPE BEDDING TO BE DETERMINED IN THE FIELD BY THE ENGINEER.

PROVIDE ADEQUATE CLEARANCE TO PLACE AND COMPACT STAGE 1 BEDDING MATERIAL IN TRENCH AREA BELOW PIPE
SPRINGLINE.  PIPE EMBEDMENT MUST BE COMPACTED OUT TO THE TRENCH WALL OR 2.5 TIMES THE PIPE OD,
WHICHEVER IS LESS.

PIPE INSTALLATION SHALL BE IN ACCORDANCE WITH THE MANUFACTURER’S WRITTEN INSTRUCTIONS.

ASPHALTIC CONCRETE STRUCTURE COURSE WITH PRIME COAT SHALL BE THE SAME DEPTH AND TYPE AS EXISTING OR
A MINIMUM OF 1—1/4 INCH S—I, WHICHEVER IS GREATER.

MILL 25" BACK FROM TRENCH CROSSING SAW CUTS. ADJUST MILLING PER INDIVIDUAL SITE TO NOT IMPACT BASE.
BUTT JOINT TO EXIST ASPHALT. FINAL OVERLAY TO MATCH EXISTING WITH NO DISCERNABLE "BUMP” AT JOINT.
MILLING LIMITS THAT IMPACT INTERSECTION SHALL BE ADDRESSED ON A CASE BY CASE BASIS AND APPROVED BY
MANATEE COUNTY.

SHEETING ORDERED LEFT IN PLACE TO BE CUT OFF 24" BELOW FINISHED GRADE OR 12" BELOW SUBGRADE.

NEW BASE SHALL MATCH EXISTING; OR BE CRUSHED CONCRETE, 8" MIN. THICKNESS, LBR 2150, WHICHEVER IS
GREATER.

TEMPORARY PATCHES WILL BE INSTALLED TO PROVIDE A SMOOTH ALL WEATHER SURFACE AT ALL TIMES. PERMANENT
REPLACEMENT TO BE MADE AS SOON AS POSSIBLE.

RESTORE SIGNAGE & MARKING WITH THERMOPLASTIC PER FDOT STANDARDS, LATEST EDITION.
TRACER WIRE NOT REQUIRED FOR GRAVITY SEWERS.

NOTES 5. THRU 10. ARE MINIMUM REQUIREMENTS FOR A TRENCH IN A LOCAL ROAD. REFER TO LATEST EDITION OF
MANATEE COUNTY HIGHWAY AND TRAFFIC STANDARDS FOR ADDITIONAL REQUIREMENTS.

MILL EXIST. ASPHALT & PATCH PRIOR TO PLACING FINAL LAYER
3/4” MIN. S—IIl ASPHALTIC CONCRETE OVERLAY

1=1/4" MIN. S—I ASPHALTIC CONCRETE W/ PRIME COAT

25° 4 (SEE_NOTE 5), BOTTOM LAYER \‘\25’
SAW CUT JOINT SAW CUT JOINT
18 FULL BASE REPLACEMENT 18"
SAW CUT JOINT <9"—1 SEE NOTE 8 t-g”— fSAW CUT JOINT
. PR 4 4 p L o+ 4
a 14 1S
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PRESSURIZED MAINS:

6" ELECTRICALLY DETECTABLE PATH
MARKING TAPE BETWEEN 12" & 24"
BELOW FINISH SURFACE OVER PIPE.
TAPE SHALL BE MARKED "WATER”,
"SEWER” OR "RECLAIMED”

GRAVITY SEWER MAINS:

3” WIDE DETECTABLE TAPE PLACED AT
12 INCHES FROM FINISHED GRADE OR
6" WIDE PLACED BETWEEN 12 INCHES
AND 24 INCHES BELOW FINISHED
GRADE.

12"MIN.

/S PIPE Gp.

#10 COPPER CLAD STEEL
WIRE CONTINUOUS
(SEE NOTE 11)

BACKFILLED & COMPACTED
TO 98% DENSITY, AASHTO T—180

6" MIN.
SELECTED COMMON FILL BEDDING
PIPE BEDDING ENVELOPE

(SEE NOTE 2)
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MANATEE COUNTY
PUBLIC WORKS DEPARTMENT

TRENCH WITH ASPHALT

REV.BY | DATE

PAVEMENT SURFACE
UG—12

TYPE A=1 PIPE

SEPT 12, 2023

BEDDING (CROSSING)

DATE OF APPROVAL

NOTES:

1.

CONCRETE PAVEMENT SHALL BE REMOVED WITH SAWED EDGES AND CUT AT A MINIMUM DEPTH OF ONE AND
ONE—HALF (1—1/2"). IF A SAW CUT IN CONCRETE PAVEMENT FALLS WITHIN THREE FEET (3’) OF A
CONTRACTION JOINT, COLD JOINT, EXPANSION JOINT OR EDGE, THE CONCRETE SHALL BE REMOVED TO THE
JOINT OR EDGE. THE EDGES OF EXISTING CONCRETE PAVEMENT ADJACENT TO TRENCHES, WHICH HAD BEEN
DAMAGED SUBSEQUENT TO SAW CUTTING OF PAVEMENT, SHALL BE SAW CUT TO NEAT STRAIGHT LINES FOR
THE PURPOSE OF REMOVING THE DAMAGED PAVEMENT AREAS.

2. USE OF TYPE A—2 AND A—3 PIPE BEDDING TO BE DETERMINED IN THE FIELD BY THE ENGINEER.

3. PROVIDE ADEQUATE CLEARANCE TO PLACE AND COMPACT STAGE 1 BEDDING MATERIAL IN TRENCH AREA
BELOW PIPE SPRINGLINE. PIPE EMBEDMENT MUST BE COMPACTED OUT TO THE TRENCH WALL OR 2.5 TIMES
THE PIPE OD, WHICHEVER IS LESS.

4. PIPE INSTALLATION SHALL BE IN ACCORDANCE WITH THE MANUFACTURER’S WRITTEN INSTRUCTIONS.

5. THICKNESS TO MATCH EXISTING OR BE 8" MINIMUM, WHICHEVER IS GREATER.

6. SHEETING ORDERED LEFT IN PLACE TO BE CUT OFF 24” BELOW FINISHED GRADE OR 12” BELOW SUBGRADE.

7. BASE SHALL BE CRUSHED CONCRETE, 8” MIN. THICKNESS, LBR =150.

8. TEMPORARY PATCHES WILL BE INSTALLED TO PROVIDE A SMOOTH ALL WEATHER SURFACE AT ALL TIMES.
PERMANENT REPLACEMENT TO BE MADE AS SOON AS POSSIBLE.

9. TRACER WIRE NOT REQUIRED FOR GRAVITY SEWERS.

10. NOTES 5 THRU 8 ARE MINIMUM REQUIREMENTS. REFER TO MANATEE COUNTY HIGHWAY AND TRAFFIC
STANDARDS FOR ADDITIONAL REQUIREMENTS.
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ROADS.

CONSTRUCTION ACTIVITIES

APPLICABLE TO ASPHALT

AND SHALL BE COORDINATED WITH THE COUNTY.

PAVEMENT RESTORATION.

UNDISTURBED SOIL
TRAVEL LANE. : N
EX. PAVEMENT

SANSSNYONCGN UNDISTURBED SOIL
A = MILL EXIST. ASPHALT & PLACE 3/4” MIN. S—IIl ASPHALTIC CONCRETE OVERLAY. “+ %, EX. BASE
B = 1-1/4" MIN. S—I ASPHALTIC CONCRETE W/ PRIME COAT. +..""| SELECT COMMON FILL
C = FULL BASE REPLACEMENT. BASE REPLACEMENT
D = 9 INCHES =L
NOTE: [F¥H NEW CURB

THIS DETAIL IS BASED ON A TWO—LANE ROADWAY AND SHALL BE FOLLOWED WHEN A PIPE IS INSTALLED WITHIN THE LIMITS
OF A ROADWAY AND RUNS PARALLEL WITH THE EDGE OF PAVEMENT.
NEEDS OF ROADWAYS WITH ADDITIONAL LANES.

THIS DETAIL CAN ALSO BE UTILIZED FOR RESTORATION
CONDITION 3 ONLY EXTENDS TO NEXT ADJACENT LANE ON MULTI-LANE

2. THE MILL AND OVERLAY SHALL BE FIELD ADJUSTED TO MEET THE NEEDS FOR PAVEMENT RESTORATION DUE TO

3. SEE TRENCH WITH ASPHALT PAVEMENT TYPE A—1 PIPE BEDDING (CROSSING) DETAIL FOR NOTES 1 TO 12 THAT ARE ALSO
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