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REQUIRED LENGTH OF RESTRAINED JOINT PIPE
FOR DR-18 PVC PIPE

MANATEE COUNTY

REQUIRED LENGTH OF RESTRAINED JOINT PIPE
FOR DIP (POLY-WRAPPED)

REQUIRED LENGTH OF RESTRAINED JOINT PIPE
FOR DIP (NON-WRAPPED)
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MANATEE COUNTY

1. A temporary jumper connection is required at all connections between existing active potable
water mains and proposed new water main improvements with the following  exceptions:
A. Projects that include a permanent backflow preventer at the right-of-way which is adjacent to

the existing water main;
B. Projects that include new water mains that are less than or equal to 18 linear feet in length; or
C. Other proposed cases that are approved by Manatee County and the construction drawings

specifically state that a temporary jumper connection is not required.
2. A temporary jumper shall be used and be connected to an approved potable water source (e.g.,

existing fire hydrant, existing main, existing service tap or tank truck, etc.) as shown in the
standard temporary jumper detail UW-21. A temporary jumper shall be used for filling, flushing
and for disinfection of any new main of any size. The jumper connection shall be maintained until
after the filling, flushing, testing and disinfection of the new main has been successfully
completed and clearance for use from the Florida Department of Environmental Protection
(FDEP) has been obtained.

3. Locations and orientation of jumpers associated with connections to existing water mains that are
located under the roadway pavement shall be approved on a case-by-case basis.

4. Pipe and fittings used for connecting the new pipe to the existing pipe shall be disinfected prior to
installation in accordance with AWWA C651, latest edition. Unless approved otherwise, the
tapping sleeve, and exterior of the existing main to be tapped, piping within the jumper, and new
piping shown on standard temporary jumper detail UW-21 shall be disinfected by spraying or
swabbing per Section 4.6 of AWWA C651.

5. A separate and successful hydrostatic test on the new system shall occur between the tie-in
valve and the closest downstream gate valve or butterfly valve before performing a hydrostatic
test on the remainder of the newly-constructed water main. The tie-in valve and the closest
downstream gate valve or butterfly valve shall be closed during the hydrostatic test of the
remainder of the newly constructed water main.

6. The jumper shall include a flow meter to ensure that the flow from the supply source is at a
constant measured rate while chlorinating the new main. The chlorine concentration shall be
measured at regular intervals to ensure that it is fed at a constant rate of not less than 25
milligrams per liter (mg/L) of free chlorine.

7. The jumper connection shall also be used to maintain a minimum pressure of 20 psi in the new
mains continuously after disinfection and until FDEP clearance letter is obtained.

8. All temporary backflow devices or "jumpers" utilized during pipeline construction must show
certification that they have been tested annually according to the Florida Building Code, Plumbing
Section, Chapter 3, Section 312.9.1, 312.9.2, Chapter 6, Section 608, and Resolution R87-125.
Annual certification must be valid at time of installation and provided to the Manatee County
Inspector upon request.

9. Except as required to flush lines greater than 6 inches in diameter, the lockable tie-in valve shall
remain closed and shall be locked in the closed position by Manatee County. The tie-in valve
shall remain closed and locked until the new system has been cleared for use by the FDEP and
all other pertinent agencies.

10. After receipt of clearance for use by FDEP, Manatee County, and all other pertinent agencies, the
Contractor shall remove the temporary jumper connection. The corporation stops are to be closed
and plugged with 2-inch brass or PVC stops.

11. All installation and maintenance of the temporary jumper connection and associated backflow
prevention device, flow meter, fittings, valves, etc., shall be the responsibility of the Contractor.

12. The tie-in valve shall remain closed if the potable water source is a tank truck.

MANATEE COUNTYMANATEE COUNTY

STATE OF

✩

✩

F

L

O

RI
D

A

L

I

C

EN

S

E

11/5/15



E
R

O
SI

O
N

 C
O

N
T

R
O

L

Ñ

Ñ

63
R

D
 A

V
E

. E
. &

 3
9T

H
 S

T
. E

.
16

" 
D

IP
 T

R
A

N
SM

IS
SI

O
N

 W
A

T
E

R
 M

A
IN

 L
O

O
P

PUBLIC WORKS DEPARTMENT
ENGINEERING SERVICES

1022 26th Avenue East,  Bradenton, FL 34208

STATE OF

✩

✩

F

L

O

RI
D

A

L

I

C

EN

S

E

11/5/15



E
X

. T
O

PO
 &

 S
U

R
V

E
Y

 C
O

N
T

R
O

L
 S

H
E

E
T

63
R

D
 A

V
E

. E
. &

 3
9T

H
 S

T
. E

.
16

" 
D

IP
 T

R
A

N
SM

IS
SI

O
N

 W
A

T
E

R
 M

A
IN

 L
O

O
P

PUBLIC WORKS DEPARTMENT
ENGINEERING SERVICES

1022 26th Avenue East,  Bradenton, FL 34208

STATE OF

✩

✩

F

L

O

RI
D

A

L

I

C

EN

S

E

11/5/15



E
X

. T
O

PO
 &

 S
U

R
V

E
Y

 C
O

N
T

R
O

L
 S

H
E

E
T

63
R

D
 A

V
E

. E
. &

 3
9T

H
 S

T
. E

.
16

" 
D

IP
 T

R
A

N
SM

IS
SI

O
N

 W
A

T
E

R
 M

A
IN

 L
O

O
P

PUBLIC WORKS DEPARTMENT
ENGINEERING SERVICES

1022 26th Avenue East,  Bradenton, FL 34208

STATE OF

✩

✩

F

L

O

RI
D

A

L

I

C

EN

S

E

11/5/15



E
X

. T
O

PO
 &

 S
U

R
V

E
Y

 C
O

N
T

R
O

L
 S

H
E

E
T

63
R

D
 A

V
E

. E
. &

 3
9T

H
 S

T
. E

.
16

" 
D

IP
 T

R
A

N
SM

IS
SI

O
N

 W
A

T
E

R
 M

A
IN

 L
O

O
P

PUBLIC WORKS DEPARTMENT
ENGINEERING SERVICES

1022 26th Avenue East,  Bradenton, FL 34208

STATE OF

✩

✩

F

L

O

RI
D

A

L

I

C

EN

S

E

11/5/15




